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Technical Data Sheet
Composite 7000 Mold Release

1. Product and Storage Information

Product Description: A Mold Release agent that is used for preparing tool mold faces to produce composite parts.
A concentrate that is VOC-free. Applied directly by machine or can be reduced with IPA up to 50% for hand
application using a lint free applicator pad.

Eliminates lengthy dry times and the need for multiple coats. All weather application. Engineered to work with
Clean Armor UV curable resins to provide exceptional release performance.

Storage: The product should be stored within the temperature range of 50°f to 90°f and in the original container.
Do not return unused material into the original bottle.

2. Application

Use suitable respiratory and PPE equipment

See Section 6 (Liability/Hazard Info) for more details
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Preparation Process: Use 90-99% isopropyl alcohol (IPA) to prep before application of

the coating.
\1/ Prepare the surface to be coated by removing any dirt, debris, or contamination
0: r = materials.
Application Process: Apply in a well-ventilated area, use appropriate PPE (refer to
SDS). Applied directly by machine or can be reduced with IPA up to 50% for hand

application using a lint free applicator pad. Product can be applied at temperature ranges
of between 60°f and 112°f as well as humidity between 20% and 97%. Product

temperature should be at minimum 72°F. Substrate temperature should be at minimum
60°f.

Application Steps:

1. Apply a thin even coat to the surface.
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3. Cleaning Process

Use isopropyl alcohol and/or acetone to clean tools and equipment. For highly contaminated surfaces use the

Clean Armor Surface Prep and then follow up with IPA.

4. Liability/Hazard Info

See SDS for complete information.

Although the product is VOC free it should be used in a well-ventilated area.
If skin contact occurs immediately wash with soap and water.

Harmful if swallowed.

Causes skin and eye irritation and may cause an allergic skin reaction.

Standard Disclaimer: EXCEPT AS SPECIFIED ABOVE OR PROHIBITED BY APPLICABLE LAW. ALL
EXPRESS OR IMPLIED CONDITIONS AND WARRANTIES, INCLUDING, WITHOUT LIMITATION,
ANY IMPLIED WARRANTY OR CONDITION OF MERCHANTABILITY OR FITNESS FOR A
PARTICULAR PURPOSE, OR ACCURACY OF ANY INFORMATIONAL CONTENT, ARE HERE BY
EXCLUDED AND DISCLAIMED BY CLEAN ARMOR TECHNOLOGY, LLC; AND IN NO EVENT
WILL CLEAN ARMOR TECHNOLOGY, LLC BE LIABLE FOR ANY SPECIAL, DIRECT, INDIRECT,
CONSEQUENTIAL, INCIDENTAL, OR PUNITIVE DAMAGES HOWSOEVER ARISING AND
REGARDLESS OF THE THEORY OF LIABILITY, EVEN IF ADVISED OF THE POSSIBILITY OF
SUCH DAMAGES. PRODUCTS, PRICES, AVAILABILITY, SPECIFICATIONS, AND OFFERS ARE
SUBJECT TO CHANGE OR CANCELLATION AT ANY TIME WITHOUT NOTICE.

Personal Protective Equipment: Eye/face protection: Face shield and safety glasses Use equipment for eye
protection tested and approved under appropriate government standards such as NIOSH (US) or EN
166(EU).

Skin protection: Handle with gloves. Gloves must be inspected prior to use. Use proper glove removal
technique (without touching gloves outer surface) to avoid skin contact with this product. Dispose of
contaminated gloves after use in accordance with applicable laws and good laboratory practices. Wash and
dry hands.
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Body Protection: Use full paint suit with hood, The type of protective equipment must be selected according
to the concentration and amount of the dangerous substance at the specific workplace.

Respiratory protection: Where risk assessment shows air-purifying respirators are appropriate use a full-face
respirator with multi-purpose combination (US) or type ABEK (EN 14387) respirator cartridges as a backup
to engineering controls. If the respirator is the sole means of protection, use a full-face supplied air respirator.
Use respirators and components tested and approved under appropriate government standards such as
NIOSH (US) or CEN (EU).

Control of environmental exposure: Do not let product enter drains.
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